
Cim 3739B
Variable orifi ce fl anged balancing valve
PN 16 - CAST IRON GG25

Cim 3739B fl anged balancing valves are used where an accurate fl ow measurement in big 
heating or cooling systems is needed. The cast iron valves have fl anges PN 16 and a valve 
position storage device, enabling the opening and closing of the valve at the pre-set posi-
tion. They are supplied with binder points Cim 723.

Pressure Class: PN16. Temperature: -10°C÷120°C.
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VARIABLE ORIFICE FLANGED BALANCING VALVE3739B

1 - Body
2 - Bonnet
3 - Stem
4 - Disc
5 - Handwhell
6 - Yoke nut
7 - Pressure test point

supplied with binder points Cim 723.
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VARIABLE ORIFICE FLANGED BALANCING VALVE

: PN16. Temperature: -10°C÷120°C.

VARIABLE ORIFICE FLANGED BALANCING VALVE
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텍스트 상자   
다양한 오리피스식 플렌지형 발란싱 밸브/ 사용압력: PN16- 주철제  GG25 급
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텍스트 상자   
CIM3739B 형 플랜지식 발란싱 밸브는  대형 냉/난방 시스에 정밀한 유량 제어가 필요할 경에 사용할 수 있다.  주철제 밸브는 사용압력 16Bar 의 플레지와 밸브 위치 기억기기로 구성되어 선 설정된 위치에서 열고 닫들 수 있도록 되어있다.
이 밸브에는 바인터 포 인트인 CIM723 이 추착된 채로 공급된다.

* 압력 등급 : PN 16  사용온도: -10~ 120도C
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사각형
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1 -몸체      6- 요크 너트
2-보네트    7-압력테스트 코크
3-스템       8-로리피스 링
4-디스크
5-손잡이
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다양한 오리피스 식 플렌지 형 발란싱 밸브 규격




